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and burns, shall be protected by protec-
tive helmets. 

(b) Helmets for the protection of em-
ployees against impact and penetration 
of falling and flying objects shall meet 
the specifications contained in Amer-
ican National Standards Institute, 
Z89.1–1969, Safety Requirements for In-
dustrial Head Protection. 

(c) Helmets for the head protection of 
employees exposed to high voltage 
electrical shock and burns shall meet 
the specifications contained in Amer-
ican National Standards Institute, 
Z89.2–1971. 

§ 1926.101 Hearing protection. 
(a) Wherever it is not feasible to re-

duce the noise levels or duration of ex-
posures to those specified in Table D–2, 
Permissible Noise Exposures, in 
§ 1926.52, ear protective devices shall be 
provided and used. 

(b) Ear protective devices inserted in 
the ear shall be fitted or determined in-
dividually by competent persons. 

(c) Plain cotton is not an acceptable 
protective device. 

§ 1926.102 Eye and face protection. 
(a) General. (1) Employees shall be 

provided with eye and face protection 
equipment when machines or oper-

ations present potential eye or face in-
jury from physical, chemical, or radi-
ation agents. 

(2) Eye and face protection equip-
ment required by this Part shall meet 
the requirements specified in American 
National Standards Institute, Z87.1– 
1968, Practice for Occupational and 
Educational Eye and Face Protection. 

(3) Employees whose vision requires 
the use of corrective lenses in spec-
tacles, when required by this regula-
tion to wear eye protection, shall be 
protected by goggles or spectacles of 
one of the following types: 

(i) Spectacles whose protective lenses 
provide optical correction; 

(ii) Goggles that can be worn over 
corrective spectacles without dis-
turbing the adjustment of the spec-
tacles; 

(iii) Goggles that incorporate correc-
tive lenses mounted behind the protec-
tive lenses. 

(4) Face and eye protection equip-
ment shall be kept clean and in good 
repair. The use of this type equipment 
with structural or optical defects shall 
be prohibited. 

(5) Table E–1 shall be used as a guide 
in the selection of face and eye protec-
tion for the hazards and operations 
noted. 
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